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MANGUITO, MANG. REDUCIDO 
Y MEDIO MANGUITO NPT A105

Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN

3000LBS 6000LBS

A B Ø C Peso aprox. A B Ø C Peso aprox.

1/4” 35,0 19,0 17,5 0,050 35,0 25,5 17,5 0,060

3/8” 38,0 22,0 19,0 0,060 38,0 32,0 19,0 0,180

1/2” 47,5 29,0 24,0 0,130 47,5 38,0 24,0 0,310

3/4” 51,0 35,0 25,5 0,190 51,0 44,5 25,5 0,410

1” 60,5 44,5 30,0 0,390 60,5 57,0 30,0 0,850

1.1/4” 66,5 57,0 33,5 0,680 66,5 63,5 33,5 1,050

1.1/2” 79,5 63,5 39,5 1,000 79,5 76,0 39,5 1,810

2” 85,5 76,0 43,0 1,370 85,5 92,0 43,0 3,400

2.1/2” 92,0 92,0 46,0 2,070 92,0 108,0 46,0 4,190

3” 108,0 108,0 54,0 3,080 108,0 127,0 54,0 6,100

4” 120,5 140,0 60,0 5,440 120,5 159,0 60,0 10,300

MANGUITO A105 3000LBS / 6000LBS NPT

DN

3000LBS 6000LBS

A B Ø C Peso aprox. A B Ø C Peso aprox.

1/4” 35,0 19,0 17,5 0,020 35,0 25,5 17,5 0,030

3/8” 38,0 22,0 19,0 0,030 38,0 32,0 19,0 0,090

1/2” 47,5 29,0 24,0 0,060 47,5 38,0 24,0 0,160

3/4” 51,0 35,0 25,5 0,100 51,0 44,5 25,5 0,200

1” 60,5 44,5 30,0 0,200 60,5 57,0 30,0 0,430

1.1/4” 66,5 57,0 33,5 0,340 66,5 63,5 33,5 0,530

1.1/2” 79,5 63,5 39,5 0,500 79,5 76,0 39,5 0,910

2” 85,5 76,0 43,0 0,690 85,5 92,0 43,0 1,700

2.1/2” 92,0 92,0 46,0 1,040 92,0 108,0 46,0 2,100

3” 108,0 108,0 54,0 1,540 108,0 127,0 54,0 3,050

4” 120,5 140,0 60,0 2,730 120,5 159,0 60,0 5,030

MEDIO MANGUITO A105 3000LBS / 6000LBS NPT

NPT FITTINGS
MANGUITO NPT 3000LBS A105
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CODO 90º  NPT Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN
3000LBS 6000LBS

A B Ø Peso aprox. (kg.) A B Ø Peso aprox. (kg.)

1/4” 24,5 25,5 0,140 28,5 33,5 0,300

3/8” 28,5 33,5 0,270 33,5 38,0 0,460

1/2” 33,5 38,0 0,410 38,0 46,0 0,720

3/4” 38,0 46,0 0,650 44,5 55,5 1,160

1” 44,5 55,5 1,040 51,0 62,0 1,620

1.1/4” 51,0 62,0 1,310 60,5 75,5 2,670

1.1/2” 60,5 75,5 2,220 63,5 84,0 3,210

2” 63,5 84,0 2,470 86,0 110,0 7,940

2.1/2” 86,0 110,0 7,340 95,5 120,5 9,850

3” 95,5 120,5 7,780 114,5 152,5 18,000

4” 114,5 152,5 13,280

CODOS 90º 3000LBS / 6000LBS NPT

DN
3000LBS 6000LBS

B Ø C Peso aprox. (kg.) B Ø C Peso aprox. (kg.)

1/4” 25,5 19,0 0,120 38,0 25,5 0,400

3/8” 38,0 25,5 0,370 38,0 25,5 0,380

1/2” 38,0 25,5 0,340 46,0 28,5 0,610

3/4” 46,0 28,5 0,530 55,5 33,5 1,020

1” 55,5 33,5 0,520 62,0 35,0 1,180

1.1/4” 62,0 35,0 0,960 75,5 43,0 2,070

1.1/2” 75,5 43,0 1,840 84,0 43,5 2,610

2” 84,0 43,5 1,930 101,5 52,5 4,370

2.1/2” 101,5 52,5 3,460 120,5 63,5 7,000

3” 120,5 63,5 5,450 152,5 79,5 14,160

4” 152,5 79,5 9,500

CODOS 45º 3000LBS / 6000LBS NPT

NPT FITTINGS
CODO 90º NPT 3000LBS A105
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TES NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN
3000LBS 6000LBS

A B Ø Peso aprox. (kg.) A B Ø Peso aprox. (kg.)

1/4” 24,5 25,5 0,200 28,5 33,5 0,410

3/8” 28,5 33,5 0,380 33,5 38,0 0,620

1/2” 33,5 38,0 0,560 38,0 46,0 0,980

3/4” 38,0 46,0 0,840 44,5 55,5 1,650

1” 44,5 55,5 1,360 51,0 62,0 2,190

1.1/4” 51,0 62,0 1,650 60,5 75,5 3,320

1.1/2” 60,5 75,5 3,100 63,5 84,0 4,430

2” 63,5 84,0 3,180 86,0 110,0 8,500

2.1/2” 86,0 110,0 8,800 95,5 120,5 13,100

3” 95,5 120,5 9,500 114,5 152,5 24,000

4” 114,5 152,5 17,200

TES 3000LBS / 6000LBS NPT

TUERCA UNIÓN 3000LBS NPT

DN
3000LBS

A min B Ø min Peso aprox.

1/4” 44,5 22,0 0,140

3/8” 47,5 25,5 0,200

1/2” 54,0 32,0 0,350

3/4” 58,5 38,0 0,430

1” 63,5 44,5 0,650

1.1/4” 71,5 57,0 0,980

1.1/2” 79,5 63,5 1,260

2” 92,0 76,0 2,010

NPT FITTINGS
TES NPT 3000LBS A105
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CAP 90º  NPT Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

CAPS 3000LBS / 6000LBS NPT

DN
3000LBS 6000LBS

D B Ø Peso aprox. D B Ø Peso aprox.

1/4” 25,5 19,0 0,040 25,5 25,5 0,060

3/8” 25,5 22,0 0,050 30,0 32,0 0,090

1/2” 32,0 29,0 0,110 35,0 38,0 0,140

3/4” 36,5 35,0 0,180 38,0 44,5 0,200

1” 41,5 44,5 0,330 46,0 57,0 0,340

1.1/4” 44,5 57,0 0,600 47,5 63,5 0,600

1.1/2” 44,5 63,5 0,700 47,5 76,0 0,770

2” 47,5 76,0 1,060 51,0 92,0 1,470

2.1/2” 60,5 92,0 1,840 63,5 108,0 2,100

3” 65,0 108,0 1,650 68,0 127,0 2,000

4” 68,0 140,0 4,570 74,5 159,0 6,300

NPT FITTINGS
CAP NPT 3000LBS A105
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CRUCES NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN

3000LBS 6000LBS

A H G
Peso aprox. 

(kg.)
A H G

Peso aprox. 
(kg.)

1/4” 24.64 25.40 3.30 0.22 28.45 33.27 6.60 0.47

3/8” 28.45 33.27 3.51 0.40 33.27 38.10 6.98 0.67

1/2” 33.27 38.10 4.09 0.63 38.10 45.97 8.15 1.12

3/4” 38.10 45.97 4.32 0.93 44.45 55.63 8.53 1.90

1” 44.45 55.63 4.98 1.47 50.80 61.98 9.93 2.90

1.1/4” 50.80 61.98 5.28 1.77 60.45 75.44 10.59 4.20

1.1/2” 60.45 75.44 5.56 3.42 63.50 84.07 11.07 6.35

2” 63.50 84.07 7.14 5.00 82.55 101.60 12.09 9.80

2.1/2” 82.55 101.60 7.64 7.32 95.25 120.65 15.29 16.00

3” 95.25 120.65 8.84 11.20 106.43 146.05 16.64 22.60

4” 114.30 152.40 11.18 19.00 114.30 152.40 18.67 28.10

CRUCES 3000LBS / 6000LBS NPT

NPT FITTINGS
CRUCES NPT 3000LBS A105
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TUERCA UNION NPT Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

TUERCA UNIÓN H/H 3000LBS / 6000LBS NPT

DN
3000LBS 6000LBS

Q R Peso aprox. Q R Peso aprox.

1/4” 42.42 36.07 0.14 54.10 45.97 0.45

3/8” 47.50 41.15 0.20 57.15 50.80 0.60

1/2” 52.07 45.97 0.35 69.08 59.94 0.85

3/4” 57.15 55.88 0.43 72.14 72.14 1.40

1” 62.99 65.02 0.65 80.01 80.01 1.75

1.1/4” 70.10 77.98 0.98 88.90 93.98 3.00

1.1/2” 77.98 86.11 1.26 107.95 100.08 4.00

2” 88.90 103.12 2.01 114.05 121.92 6.10

2.1/2” 114.05 121.92 5.50 130.30 144.02 9.40

3” 130.05 144.02 8.00 150.11 180.09 15.50

4” 150.11 180.09 12.80 - - -

TUERCA UNIÓN M/H 3000LBS / 6000LBS NPT

DN
3000LBS 6000LBS

Q R Peso aprox. Q R Peso aprox.

1/4” 62.99 32.00 0.18 72.64 45.97 0.43

3/8” 69.09 38.10 0.25 76.96 50.80 0.65

1/2” 76.96 45.97 0.45 94.49 59.94 1.10

3/4” 80.01 50.80 0.55 98.55 72.14 1.45

1” 97.03 59.94 0.85 107.95 80.01 2.15

1.1/4” 101.09 72.14 1.25 119.89 93.98 3.40

1.1/2” 109.98 80.01 1.70 138.18 100.08 4.15

2” 119.89 93.98 2.60 146.05 121.92 5.80

NPT FITTINGS
TUERCA UNIÓN NPT 3000LBS A105
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TAPÓN CABEZA HEXAGONAL NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN

3000/6000LBS

A F H
Peso 
(kg.)

1/4” 11.18 15.75 6.35 0.03

3/8” 12.70 17.53 7.87 0.04

1/2” 14.22 22.35 7.87 0.07

3/4” 15.75 26.92 9.65 0.14

1” 19.05 35.05 9.65 0.21

1.1/4” 20.57 44.45 14.22 0.42

1.1/2” 20.57 50.80 15.75 0.58

2” 22.35 63.50 17.53 1.00

2.1/2” 26.92 76.20 19.05 1.85

3” 28.45 88.90 20.57 3.00

4” 31.75 117.35 25.40 6.00

TAPÓN CABEZA HEXAGONAL 3000LBS / 6000LBS NPT

DN

3000/6000LBS

A B
Peso 
(kg.)

1/4” 11.18 13.46 0.04

3/8” 12.70 17.53 0.07

1/2” 14.22 21.34 0.12

3/4” 15.75 26.93 0.19

1” 19.05 33.27 0.34

1.1/4” 20.57 42.93 0.55

1.1/2” 20.57 48.51 0.72

2” 22.35 60.45 1.41

2.1/2” 26.92 73.15 2.20

3” 28.45 88.90 3.26

4” 31.75 114.30 6.02

TAPÓN CABEZA REDONDA 3000LBS / 6000LBS NPT

NPT FITTINGS
TAPÓN CABEZA HEXAGONAL NPT 3000LBS A105
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DN

3000/6000LBS

A B C
Peso 
(kg.)

1/4” 11.18 6.35 9.65 0.01

3/8” 12.70 7.87 11.18 0.03

1/2” 14.22 9.65 14.22 0.05

3/4” 15.75 11.18 15.75 0.09

1” 19.05 12.70 20.57 0.16

1.1/4” 20.57 14.22 23.88 0.27

1.1/2” 20.57 15.75 28.45 0.38

2” 22.35 17.53 33.27 0.63

2.1/2” 26.92 19.05 38.10 0.95

3” 28.45 20.57 42.93 1.54

4” 31.75 25.40 63.50 3.85

TAPÓN CABEZA CUADRADA 3000LBS / 6000LBS NPT

TAPÓN CABEZA CUADRADA NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

NPT FITTINGS
TAPÓN CABEZA CUADRADA NPT 3000LBS A105
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NIPPLE HEXAGONAL NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN

3000/6000LBS

A E C W
b* Peso (kg.)

3000LBS 6000LBS 3000LBS 6000LBS

1/4” 14.99 6.10 36.07 7.87 6.10 0.03 0.03

3/8” 16.00 7.87 39.88 10.92 7.87 0.04 0.05

1/2” 20.07 7.87 48.01 13.97 10.92 0.07 0.11

3/4” 21.08 9.91 52.07 19.05 12.95 0.10 0.16

1” 24.89 9.91 59.94 23.88 17.02 0.19 0.32

1.1/2” 25.91 16.00 68.07 38.10 29.97 0.27 0.49

2” 26.92 17.02 71.12 49.02 39.12 0.33 0.37

NIPPLE HEXAGONAL 3000LBS / 6000LBS NPT

* La cota “b” es nominal, y está sujeta a tolerancias de fabricación.

DN
E F C W

b* Peso (kg.)

3000LBS 6000LBS 3000LBS 6000LBS

1/4” x 1/8” 14.99 9.91 6.10 5.08 2.03 - -

3/8” x 1/4” 16.00 14.99 7.87 7.87 6.10 0.05 0.06

1/2” x 3/8” 20.07 16.00 7.87 10.92 7.87 0.08 0.10

1/2” x 3/4” 20.07 14.99 7.87 7.87 0.08 0.11

3/4” x 1/2” 21.08 20.07 8.89 13.97 10.92 0.10 0.15

3/4” x 3/8” 21.08 16.00 8.89 10.92 7.87 0.11 0.13

1” x 3/4” 24.89 21.08 9.91 19.05 12.95 0.20 0.30

1” x 1/2” 24.89 20.07 9.91 13.97 10.92 0.21 0.29

1.1/2” x 1” 25.91 24.89 16.00 23.88 17.02 0.21 0.25

1.1/2” x 3/4” 25.91 21.08 16.00 19.05 12.95 0.40 0.58

1.1/2” x 1/2” 25.91 20.07 16.00 13.97 10.92 0.60 0.74

2” x 1.1/2” 26.92 25.91 17.02 38.10 29.97 0.65 0.74

2” x 1” 26.92 24.89 18.03 23.88 17.02 0.65 0.77

2” x 3/4” 26.92 21.08 17.02 19.05 12.95 0.85 1.10

2” x 1/2” 26.92 20.07 18.03 13.97 10.92 0.99 1.30

NIPPLE HEXAGONAL REDUCIDO 3000LBS / 6000LBS NPT

* La cota “b” es nominal, y está sujeta a tolerancias de fabricación.

NPT FITTINGS
NIPPLE HEXAGONAL NPT 3000LBS A105
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DN

3000/6000LBS

A F G
Peso 
(kg.)

3/8”x 1/4” 12.70 17.53 4.06 -

1/2” x 3/8” 14.22 22.35 4.83 0.04

1/2” x 1/4” 14.22 22.35 4.83 0.09

3/4” x 1/2” 15.75 26.92 5.59 0.02

3/4” x 1/4” 15.75 26.92 5.59 0.03

1” x 3/4” 19.05 35.05 6.35 0.05

1” x 1/2” 19.05 35.05 6.35 0.07

1” x 1/4” 19.05 35.05 6.35 0.18

1.1/4” x 1” 20.57 44.45 7.11 0.25

1.1/2” x 1” 20.57 50.80 7.87 0.45

1.1/2” x 3/4” 20.57 50.80 7.87 0.60

1.1/2” x 1/2” 20.57 50.80 7.87 1.16

2” x 1.1/2” 22.35 63.50 8.64 1.75

2” x 1” 22.35 63.50 8.64 2.50

2.1/2” x 2” 26.92 76.20 9.65 6.00

3” x 2” 28.45 88.90 10.41 11.50

4” x 3” 31.75 117.35 12.70 22.30

4” x 2” 31.75 117.35 12.70 45.60

BUSHING CABEZA HEXAGONAL 3000LBS / 6000LBS NPT

BUSHING CABEZA HEXAGONAL NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

NPT FITTINGS
BUSHING CABEZA HEXAGONAL NPT 3000LBS A105
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SWAGE NIPPLE NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN
3000-6000LBS Peso (kg)

K L 3000LBS 6000LBS

3/8” x 1/4” 76.20 20.07 0.06 0.07

1/2 “ x 3/8” 88.90 20.07 0.08 0.11

1/2” x 1/4” 88.90 20.07 0.08 0.10

3/4” x 1/2” 69.85 21.08 0.14 0.22

3/4” x 3/8” 69.85 21.08 0.17 0.29

1” x 3/4” 90.17 22.10 0.20 0.31

1” x 1/2” 90.17 22.10 0.22 0.36

1.1/4” x 1” 90.17 24.89 0.39 0.63

1.1/2” x 1.1/4” 115.06 24.89 0.44 0.70

1.1/2” x 1” 115.06 24.89 0.53 0.83

1.1/2” x 3/4” 115.06 24.89 0.54 0.81

2” x 1.1/2” 165.10 29.97 0.48 0.72

2” x 1.1/4” 165.10 29.97 0.55 0.83

2” x 1” 165.10 29.97 0.78 1.18

2.1/2” x 2” 178.05 35.05 1.23 2.10

3” x 2” 203.20 39.88 2.08 3.40

4” x 3” 230.12 44.96 4.52 7.64

4” x 2” 230.12 44.96 4.35 7.25

SWAGE NIPPLE 3000LBS / 6000LBS NPT

NPT FITTINGS
SWAGE NIPPLE NPT 3000LBS A105
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NIPPLE DE TUBO A106 Largo: 100 mm

Especificaciones

Material
Normativa

Acero carbono ASTM A106
NACE MR 0175

DN

Peso (kg)

Sch. 80 Sch. 160 Sch. XXS

1/4” 0.80 - -

3/8” 0.110 - -

1/2” 0.162 0.195 .254

3/4” 0.219 0.289 .363

1” 0.323 0.423 0.545

1.1/4” 0.446 0.560 0.775

1.1/2” 0.540 0.723 0.954

2” 0.747 1.110 1.344

2.1/2” 1.140 1.490 2.039

3” 1.525 2.130 2.765

4” 2.229 3.351 4.100

NIIPPLE DE TUBO L= 100 mm (4”)

Tipos de nipples: 

• TBE (ambos extremos roscados)
• TOE (un extremo roscado)
• PBE (ambos extremos planos para soldar)

NPT FITTINGS
NIPPLE DE TUBO A106



169

ELBOWLETS NPT 3000LBS A105

BOSSES NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

ELBOWLETS NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN
3000LBS

A mín. B Ø C D Ø E Peso (kg)

1/4” 41.5 32.0 32.0 14.0 9.5 0.23

3/8” 44.5 35.0 33.5 17.5 11.0 0.29

1/2” 51.0 38.0 38.0 21.7 12.5 0.36

3/4” 51.0 44.5 36.5 27.1 14.5 0.48

1” 51.0 57.0 35.0 33.8 16.0 0.77

1.1/4” 51.0 63.5 33.5 42.6 17.5 0.84

1.1/2” 51.0 76.0 32.0 48.7 19.0 1.21

2” 51.0 92.0 28.5 61.1 22.0 1.71

BOSSES 3000LBS NPT

DN
3000LBS - Sch. STD / XS 6000LBS - Sch. 160 / XXS

A B Peso (kg) A B Peso (kg)

1/4” 41.0 38.0 0.23 41.0 38.0 0.35

3/8” 41.0 38.0 0.23 41.0 38.0 0.35

1/2” 41.0 38.0 0.30 47.5 43.0 0.40

3/4” 47.5 43.0 0.35 57.0 57.0 0.67

1” 57.0 57.0 0.53 63.5 73.0 1.00

1.1/4” 63.5 73.0 0.86 68.0 79.5 1.32

1.1/2” 70.0 79.5 1.20 82.5 106.5 2.80

2” 82.5 106.5 2.40 101.5 114.5

ELBOWLETS 3000LBS NPT

NPT FITTINGS
BOSSES NPT 3000LBS A105
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DN
3000LBS - Sch. STD / XS 6000LBS - Sch. 160 / XXS

A B Peso (kg) A B Peso (kg)

1/4” 39.5 36.5 0.23 39.5 36.5 0.35

3/8” 39.5 36.5 0.23 39.5 36.5 0.35

1/2” 39.5 36.5 0.30 46.0 44.5 0.40

3/4” 46.0 41.0 0.35 54.0 54.0 0.67

1” 56.0 51.0 0.53 63.5 66.5 1.00

1.1/4” 63.5 66.5 0.86 70.0 76.0 1.32

1.1/2” 71.0 73.0 1.20 85.5 105.0 2.80

2” 92.0 96.0 2.40 95.0 111.0 3.60

2.1/2” - 10” Disponible bajo pedido, con extremos Butt Welding

LATROLETS 3000LBS / 6000LBS NPT

LATROLETS NPT 3000LBS A105

NIPPOLETS NPT 3000LBS A105

LATROLETS NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

NIPPOLETS NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

NIPPOLETS 3000LBS / 6000LBS NPT

DN
3000LBS 6000LBS

D L C Peso (kg) D L C Peso (kg)

1/2” 21.33

89.0

23.8 0.25 21.33

89.0

14.2 0.25

3/4” 26.67 30.0 0.40 26.67 19.0 0.50

1” 33.4 36.5 0.65 33.40 25.4 0.70

1.1/4” 42.16 44.5 0.75 42.16 33.3 0.88

1.1/2” 48.26 50.8 0.95 48.26 38.1 1.15

2” 60.32 65.0 1.45 60.32 42.8 1.50

NPT FITTINGS
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SOCKOLETS A105 SCH40 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN
3000LBS

A B C D E F Peso aprox. 

1/2” 25,5 35,0 23,8 15,5 21,7 32,0 0,140

3/4” 27,0 44,5 30,0 21,5 27,1 36,5 0,150

1” 33,3 54,0 36,5 26,5 33,8 46,0 0,270

1.1/4” 33,3 65,0 44,5 35,0 42,6 56,0 0,390

1.1/2” 35,0 73,0 50,8 41,0 48,7 62,0 0,470

2” 38,1 89,0 65,0 52,5 61,1 75,0 0,730

2.1/2” 46,0 103,0 76,2 62,7 73,8 87,3 1,250

3” 50,8 122,0 93,6 78,0 89,8 104,7 1,720

3.1/2” 54,0 143,0 112,7 90,0 102,6 122,2 1,950

4” 57,2 152,0 120,6 102,2 115,4 130,0 3,290

SOCKOLET 3000LBS

DN
6000LBS

A B C D E F Peso aprox. 

1/2” 31,8 44,5 30,1 11,8 39,7 0,230

3/4” 36,5 54,0 36,5 15,6 46,0 0,360

1” 39,6 65,0 44,5 20,7 57,2 0,590

1.1/4” 41,2 73,0 50,8 29,7 65,0 0,730

1.1/2” 42,8 89,0 65,0 34,0 76,2 0,910

2” 52,0 103,0 76,2 43,0 92,0 2,330

2.1/2”

3”

3.1/2”

4”

SOCKOLET 6000LBS

NPT FITTINGS
SOCKOLETS 3000LBS A105
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DN
3000LBS

A B C F
Peso 
aprox. 

1/2” 25,5 35,0 23,3 32,0 0,110

3/4” 27,0 44,5 30,0 36,5 0,160

1” 33,3 54,0 36,5 46,0 0,280

1.1/4” 33,3 65,0 44,5 56,0 0,410

1.1/2” 35,0 73,0 50,8 62,0 0,450

2” 38,1 89,0 65,0 75,0 0,790

2.1/2” 46,0 103,0 76,2 87,3 1,360

3” 50,8 122,0 93,6 104,7 1,970

3.1/2” 53,9 143,0 112,7 122,2 2,610

4” 57,2 152,0 120,6 130,0 3,220

THREADOLET 3000LBS

DN

3000LBS

A B C F
Peso 
aprox. 

1/2” 31,8 44,5 30,01 39,7 0,200

3/4” 36,5 54,0 36,5 46,0 0,340

1” 39,6 65,0 44,5 57,2 0,560

1.1/4” 41,2 73,0 50,8 65,0 0,710

1.1/2” 42,8 89,0 65,0 79,2 0,890

2” 52,0 103,0 76,2 92,0 2,300

2.1/2”

3”

3.1/2”

4”

THREADOLET 6000LBS

THREADOLETS  A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

NPT FITTINGS
THREADOLETS 3000LBS
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WELDOLETS NPT A105 Rating: 3000LBS

Especificaciones

Material
Normativa

Acero carbono ASTM A105
NACE MR 0175

DN
3000LBS

A B C
Peso 
aprox. 

1/2” 19,05 35,0 23,8 0,080

3/4” 22,2 44,5 30,1 0,110

1” 27,0 54,0 36,5 0,230

1.1/4” 31,8 65,0 44,5 0,360

1.1/2” 33,3 73,0 50,8 0,450

2” 38,1 89,0 65,0 0,790

2.1/2” 41,3 103,0 76,2 1,130

3” 44,5 122,0 93,6 1,810

3.1/2” 47,6 143,0 112,7 2,500

4” 50,8 152,0 120,6 2,860

6” 66,7 225,0 169,8 5,450

8” 69,8 284,0 220,6 10,450

WELDOLET 3000LBS

DN

3000LBS

A B C
Peso 
aprox. 

1/2” 19,05 35,0 23,8 0,090

3/4” 22,2 44,5 30,1 0,140

1” 27,0 54,0 36,5 0,210

1.1/4” 31,8 65,0 44,5 0,410

1.1/2” 33,3 73,0 50,8 0,500

2” 38,1 89,0 65,0 0,790

2.1/2” 41,3 103,0 76,2 1,180

3” 44,5 122,0 93,6 1,860

3.1/2” 47,6 143,0 112,7 2,540

4” 50,8 152,0 120,6 2,900

6” 77,8 225,0 169,8 10,430

8” 98,4 284,0 220,6 16,780

WELDOLET 6000LBS

NPT FITTINGS
WELDOLETS 3000LBS A105




